
Features:
User Friendly
Low Maintenance
High Performance
Ultra Long Life Service
High Recovery Capability
High Charge Acceptability
No Water Topping Required
Maintenance-Free Operation
Low Pressure Venting System
Non-Spill Sealed Construction
Low Self-Discharge - Long Shelf Life
Wide Operating Temperature Range

EUR20012   12V 200AH

Box  Dimension

Product  Weight

522 x 236 x 238 mm

N. W - 64 KG    /    G. W - 64.5 KG

200

50A

2.6
1200A (5 sec)

T9/T14

1.80

APPLICATION

Electric tools
Vehicle in place of walking
Lawn mowers
Golf trolleys and golf cart
Portable apparatus, lights and
instruments;
Electric toys
Illumination light
Fire alarms
Portable power
Wheelchairs
Medical equipments.

SOLAR DEEP CYCLE
GEL BATTERY
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Temperature Set Point Allow able Range
Cycle Use 25℃ 2.475 2.45~2.50

Standby Use 25℃ 2.275 2.25~2.30

Fast

14.7~15.0V, 5~11h, Max. Current 0.25CA

0.1CA×5h

0.25CA×1.7h

Application
Charge Voltage (V/cell) Max.Charge

Current

0.25C

Constant Voltage

Constant Current

Charging Procedures

Charge the batteries at least once every 6 months ,
℃.if they are stored at 25

Charging Method
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LIFE CHARACTERISTICS OF CYCLIC USE
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SELF DISCHARGE CHARACTERISTIC-
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EFFECT OF TEMPERATURE ON LONG TERM FLOAT LIFE
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Charging voltage:
. /2 275V cell

CHARGE CHARACTERISTIC CURVE FOR STANDBY USE
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Charge volume

Charge voltage

Charge current

①Discharge
%( . × )100 0 05CA 20h

②Charge
. /Charge Voltage 2 275V cell

Charge Current 0 25CA.
Temperature 25③ ℃

Charge Time h( )
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